
22964001
22932909
SM6051400SP
40172486
40184951
40172487
11420601
11038759
40000264
11038650
11092251
40172417

⑨

⑩

⑪

⑫
⑬

⑭

⑮

⑯

BOBBIN(A)
BOBBIN
SCREW
THREAD_TRIMMER_KNIFE
THREAD_TRIMMER_KNIFE
HANDLING_DEVICE_KNIFE
SCREW
BOBBIN CASE ASM.
BOBBIN CASE ASM.
HOOK ASM.
HOOK ASM.
BTW_LEVER

1

1
1

1
1
1

1

1

1
1

1
1
1

1

1
1

No. Parts no. Description S-type H-type
SM2040955TP
26261602
SS4080620TP
RO048190100
SS6090670TP
SS7091110TP
SM2040750TP
40000344

①
②
③
④
⑤
⑥
⑦
⑧

SCREW M4 L=8.5
BOBBIN SPRING
SCREW 1/8-44 L=6
RUBBER RING
SCREW  9/64-40 L=6
SCREW 9/64-40 L=10.5
SCREW M4 L=7.4
LUBRICATING INLET CAP

1
1
2
1
1
1
1
1

1
1
2
1
1
1
1
1

No. Parts no. Description S-type H-type

Full-digital Digital

Proposing Optional DDL-9000C Items that
 Further Improve Productivity and Sewing Quality

Optional products catalog
DDL-9000C Series

Applicable Models

Direct-drive, high-speed, lockstitch sewing system 
with automatic thread trimmer

DDL-9000C-FMS (Medium weight/Semi-dry) DDL-9000C-SMS (Medium weight/Semi-dry)

DDL-9000C-FSH (Heavy-weight/
 Minute-quantity lubrication) DDL-9000C-SSH (Heavy-weight/

 Minute-quantity lubrication)

OPTION 9000C_S(ACC) (S-type/Medium)  Parts No.: 40209906 9000C_H(ACC) (H-type/Heavy) Parts No.: 4020990711

*Besides the catalogs, we ask you to purchase the following products.

Standard
Digital
〇
―
〇
〇
〇
〇

Standard
〇
―

〇(S-type only）
〇(S-type only）

〇
〇

〇
〇
〇
〇
〇

〇
〇
〇
〇
〇
〇
〇

Manual
〇
―
〇

〇(S-type only）
〇(S-type only）

〇
〇

〇
〇
〇
〇
〇

40188622
40194389
JSH-PBNB01
JSH-PBNS01
40065571
40065552
22970404
40206843
40174617
NGA-P741-1
NGA-P741
40197869
40197870
40209906
40209907

22890206
22890404
27003557
27003755
27003805

THICKNESS SENSOR ASM.   
MICRO LIFTING DEVICE ASM. FOR S   
BIRD NEST PREVENTION DEVICE(Backhold type)   
BIRD NEST PREVENTION DEVICE(Side-mounted type)   
ELECTRIC FAN HOOK COOLING DEVICE
THROAT PLATE SCREW(Fixed pin type)      
NEEDLE BAR THREAD HOOK   
KNEE TYPE LIFTING DEVICE(Electronic control)   
AUTO-LIFTER AK-154(foot-pedal type)   
3-POSITION PRESSER FOOT HOLDER(For DDL9000C-F)   
3-POSITION PRESSER FOOT HOLDER(For DDL9000C-S)   
SUPER SHORT THREAD GAUGE SET(4-row)   
SUPER SHORT THREAD GAUGE SET(3-row)   
PARTS KIT_9000C_S(ACC) (S-type:Midium)   
PARTS KIT_9000C_H(ACC) (H-type:Heavy)   

RP HOOK(Dry-hook)  
RP HOOK-C(Dry-hook/with needle guard）  
HOOK ASM.(for No-rotation bobbin)  
BOBBIN CASE ASM.(for No-rotation bobbin)  
NO-ROTATION BOBBIN  

①
②

③

④
⑤
⑥
⑦
⑧

⑨

⑩

⑪

⑫
⑬
⑭
⑮
⑯

No. Parts no. Description PriceFull-digital Digital

List of DDL9000C series optional products
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Full-digital

Full-digital

Full-digitalThis prevents bird nests at the start of sewing, which are generated by thread trimmer.This product is a kit that 
can be added to the system.  (We also provide a variety of presser foot to suit the sewing application.)

Digital

Full-digital Digital Full-digital Digital

Full-digital

Digital

Digital Full-digital Digital

Detects the thickness 
of the fabric at the 
stage automatically, 
and switches to the 
optimal sewing 
conditions set 
(pitch,feed locus,feed 
dog height).
(It is necessary to 
change the software 
of the control panel.)
Parts No. : 40188622

THICKNESS SENSOR ASM.
Simply adjust 
the micro lifting 
to improve the 
fabric feeding 
performance 
of difficult 
materials with 
a hand dial.

Parts No. : 40194389Digital Digital

Digital

The fixing pin-type screw 
on the rear of the 
difficult-to-remove 
needle plate facilitates 
easy removal of the 
needle plate during 
maintenance.

Parts No. :40065552

Reduces heat generation in the hook caused by high-speed continuous sewing.

This simplifies the 
troublesome threading 
operation to the needle 
bar thread guide.
Encouraging proper 
threading of the operator 
to stabilize the sewing at 
the start/end and prevent 
the thread breakage.

Parts No. : 22970404

Parts No. : 40065571

Standard Accessory

１

ELECTRIC-FAN HOOK COOLING DEVICE４

65

BIRD NEST PREVENTION DEVICE3

MICRO LIFTING DEVICE ASM. (with Dial adjustment)2

❶Thread tension regulator
❷Needle thread clamp unit
❸Control box + Dust box

Backhold type
Parts No. : JSH-PBNB01

Side mounted type
Parts No. : JSH-PBNS01
(*for Digital only)

❶ ❷

❸

＋

＋

※S-TYPE ONLY

Tread trimmer knife 
spacer
Handling device 
trimmer spacer
Screw(4 pcs.)

・The remaining thread at the end 
of the sewing process can be 
shortened. (Remaining thread 
length 2.0-2.5 mm)
・Deviation may occur depending 

on the sewing conditions such as the thickness 
of the fabric.

Presser bar cap

Parts No. : 40172389
Handle carefully when removing.

Optional lifting with 
the knee in the full 
digital (CF) 
specification is 
possible. Electronic 
control significantly 
reduces operator 
load compared to 
conventional manual 
operation.

With the adoption of 
a pulse motor, the 
new automatic 
presser lifter reduced 
the pressure rise 
from 8.5 mm to a 
maximum of 13.5 mm, 
and the operation 
sound also became 
quiet.

Parts No. : 40206843

Note 1. The foot is not included in the holder.
Note 2. It is necessary to configuration change of the 
 presser lift height.

Parts No. : NGA-P741-1 (for DDL9000C-F)
Parts No. : NGA-P741 (for DDL9000C-S)

※The full digital 
specification is equipped 
with an auto lifting 
function.

Parts No. : 40174617

１

5 ４
9

10

8

7

3
6

2

KNEE TYPE LIFTING DEVICE (Electronic control)7 AUTO-LIFTER AK154 (Foot-pedal type)8

3-POSITION PRESSER FOOT HOLDER9 SUPER-SHORT THREAD GAUGE SET (4-ROW/3-ROW) 10

Quality 
product

Defective 
product

THROAT PLATE SCREW (fixed pin type)

Complete

STOPPER COLLAR(11244019

SCREW M4 L=40 (SL6044092TN)

13

5
2

15

14

16

17
18

19

3

4

6

7 7

11
12
9 10

8

Multiple processes 
at smart lines, etc. For multi-skilled operator

4 6

8
7

3
2

5

1

HAND LIFTER
(23611106)

NEEDLE BAR THREAD HOOK

Essential parts for 
standing operation

Reducing operator load
during operation

Throat plat,Feed 
dog(4-row)
Parts No.: 40197869

Throat plat,Feed 
dog(3-row)
Parts No.: 40197870


